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GENERAL NOTES —
N\ 1ST FLOOR FIRE DETECTION PLAN Bevistons:
1 FIRE ALARM DEVICES ARE TO BE TIED TO EXISTING BUILDING FIRE ALARM P/ SE 1/8 N=1F A\ |pate:
CONTROL PANEL LOCATED IN EXISTING MECHANICAL RM. 003.
2 ALL WORK TO BE PERFORMED BY LICENSED AND CERTIFIED TECHNICIANS.
3 FIRE DETECTION CONTRACTOR TO BE RESPONSIBLE FOR INTERFACING WITH OTHER
TRADES, HVAC, GC AND ANY OTHER THAT ARE REQUIRED.
4 ALL CURRENT NATIONAL AND LOCAL CODES ARE TO BE ADHERED TO IN THE INSTALLATION
OF THE FIRE DETECTION SYSTEM. DRAWINGS ARE REPRESENTATIVE OF AREAS REQUIRING
FIRE DETECTION. EXACT QUANTITIES AND SPACING SHALL BE AS PER MANUFACTURERS SYMBOL LEGEND
PUBLISHED DATA. SHOP DRAWINGS SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW PHASE:
PRIOR TO CONSTRUCTION
O | SMOKE DETECTOR (PHOTOELECTRIC) CEILNG O Site Survey
5 PROVIDE INTERFACE FOR HVAC SYSTEMS TO SHUT DOWN UPON FIRE " — —— CLEARANCE O Predesign Service
ALARM ACTIVATION. [ MANUAL PULL STATION (DUAL ACTION 48" AFF) -_-_“ 1725 MINC = 17 Wax. 0O Sohematio Design
HORN/STROBE SNDKE OR HEA SCHEDULE 40 STEEL
6 INSTALL FIRE STOPS IN ALL FIRE RATED PENETRATIONS. SEE DETAIL (3 ). @ / AR_REGI PIPE_SLEEVE 2" O Design Development
7 ALL WIRE TO BE STRANDED COPPER MINIMUM AWG 16 X | sTRogE oMy Yo s 0 P Document
) O Constructi
### | DEVICE WITH ### CANDELA STROBE E Documents
8 THE FIRE ALARM SYSTEM SHALL BE FULLY ADDRESSABLE. O Supplemental
'ormation

9 CONTRACTOR TO TAG ALL HOME RUNS AS TO LOCATION AND FUNCTION. ALLOW
FOR SLACK IN THE PANEL.

10 ALL WIRING MUST TEST FREE OF GROUNDS, SHORTS AND OPENS.
11 FINAL CONNECTIONS WILL BE SUPERVISED BY A GAMEWELL TECHNICAL REPRESENTATIVE.

12 PLEASE REFER TO INSTALLATION INSTRUCTIONS INCLUDED WITH DEVICES FOR
DETAILED TERMINAL CONNECTIONS.

13 POWER LIMITED FIRE ALARM CIRCUIT WIRING; FPLP: PLENUM, FPLR: RISER, FPL:
REMAINING APPLICATIONS REFER TO NEC 760, TABLE 760—61(d) FOR DETAILED
CABLE USES AND PERMITTED SUBSTITUTIONS.

14 CLASS "A” FEED AND RETURN RUNS ARE TO BE RUN IN SEPARATE CONDUITS,
REFER TO NFPA 72—1999 ADDITION ARTICLE 3-4.2.

15 CONTROL CIRCUITS MUST BE SEPARATED FROM POWER LIMITED CIRCUITS PER NEC
NPLFA ARTICLE 760-54.
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